Cat.NO.

Tk-091b

e s cEicnia dlmproves Work Safety & Efficiency.
Capacities ranging from 0.5~70kg.

MODEL Capacity (kg) | Stroke (m) | Weight (kg)

TW-00 05~15 0.5 0.2

TW-0 05~15 1.0 0.5

TW-3 1.0~3.0 1.3 14

TW-5 2.5~5.0 1.3 1.5

TW-9 45~9.0 1.3 3.4

Nlm TW-15 9.0~15.0 1.3 3.8
YY) TW-22 15.0~22.0 15 7.2
MI l I N TW-30 22.0~30.0 1.5 76
TW-40 30.0~40.0 15 9.8

TW-50 40.0~50.0 1.5 10.4

TW-60 50.0~60.0 15 11.6

TW-70

60.0—70.0

1.5

1.8



HOSE REEL BALANGCER series

MODEL | Capacity (xg) | Stroke (m) | Weight (xg) | Hose DIA (@ mm)
HW-0 0.5~15 1.3 1.6 6.5 /310
HW-3 1.5~3.0 1.3 1.7 6.5/ @10
HW-5 3.0~5.0 1.3 1.8 6.5 /310

-Functions both as balancer and hose reel

RETRACTOR scnics
. ]

MODEL Capacity (kg) Stroke (m) Weight (kg)
0.5

RW-0 0.5—~15 2.0
RW-3 1.0~3.0 2.0 0.7
RW-5 25~5.0 2.0 0.9

-Tension easily adjustable using knob

NEW
TW-1R 0.5~15 1.5 0.3
-Tension easily adjustable using knob
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